Projektuar nga: MANIFESTA
Investitor: MANIFESTA
Emri i Projektit: MANIFESTA 14 PRISHTINA

PROJEKTI KRYESOR

INSTALIMEVE ELEKTRIKE

PERSHKRIMI TEKNIK
MANIFESTA

Prill 2022



PERMBAIJTIA

INSTALIMEVE ELEKTRIKE........ccceuuiiiiiiuiiiiiiniiiiieiiiiiiiniiiissisinessssirssssmessssssssssssnsssssssnensssns
PERSHKRIMI TEKNIK c..uviuinitiinseticntestscssstssessesssess st sse st ssessestsssssssssnesssssssesssssssssssnsssesssnssns
IMIANIFESTA .. ceeiiiitiiiiitetiiireeesireesstrsesissreasse st rsase s trssssssnnsssssstrnssssstesssssssensssssnensssssnennssens
PERIMIBAITIJA .....oeeeeeeeeeeteseseeseseesesseesssesessesssssssssessssesssssessssessssessssessssessssessssesssssensssesssesssnsens
1 SHENIME TE PERGJITHSHIME ......ccccuereeeereeeereeessseessseessseessssessssessssessssessssesssssssssesenses
DETYRA PROJEKTUESE ....ettiieiiiiiee ettt et ee st e e e stte e s ssate e e e ssiaae e e s sataeeesssnaeeeesasseeessnnssneesnnns
SHENIME TE PERGJITHSHIMIE ........ueereeeeeeereeeseseesssesessessssesssssssssssssssssssssssssessssessssessssessssesenses
PEIMIBAITIA ettt ettt ettt e sttt e e st e e e e saaba e e e s e ate e e e s aabae e e e e abeeeeeeaabaeeeenbbeaeeenabaeeesanns
STANDARDET E SPECIFIKUARA ...ttt ettt ettt e st e e st e e s sabae e e s s ata e e e s nsaaeeessnnees
FURNIZIMI DHE SHPERNDARJA NE NIVELIN E TENSIONIT TE ULET w.vvveveeereeeeeereeeereeeeeeveeee e
FUrNIZiMi Kry@SOr ME ENEIEJi c.uurrriiiiiee ittt e e e e e e e e e e e e s e et e e e e e e e e e e ansreeees
FUurnizimi i KoNSUMIt M ENEIEJi wuveeiiii i et e e e e e nnreeees

NV [ ol o ¥ I SRR

N To [ Tol Lo I AN o e o - [ o1 SRR
KABLLOT ENERGJETIKE DHE AKSESORET E TYRE ..coiiiiiiiiiieiiiee ettt ee et e e

Prezenca e senzorve me rreze infratkuge PIR .......coooiiiii e

o [T oY g =T o J=T gl o 1< e oY 11 oSS RE
SISTEMI I TOKEZIMIT ..ottt ettt ettt ettt a ettt eae s be s s essesesessesessebensesessasenis
1.15. LISTA E VIZATIIMEVE ........ciiiiuiiiiiiniiiiiiniiiinniiiineisiisssisissssssmssssssmsssssssssssssssnnes



1 SHENIME TE PERGJITHSHME

DETYRA PROJEKTUESE

Projekti duhet t’i pérmbush kérkesat vijuese:
Projekti té punohet né bazé té zgjedhjeve arkitektonike.

Furnizimi i objektit me energji elektrike.

Té béhet instalimi i ndrigimit dhe shukove

Eal A

Té instalohet ndricimi i shkalléve dhe koridoreve me ndricim emergjent me
bateri.

5. Mbrojtja nga tensioni i prekjes té realizohet me pértokézim dhe pérmes FID-it.

Furnizimi i objektit me energji elektrike té béhet nga Kuadri Shpérndarés Kryesor i Grandit,
me kabllo té vendosura né zgarra metalike, pas marrjes sé pélgimit elektroenergjetik nga
organi kompetent i distribuimit té KEDS-it.

Kuadri Mates Kryesor (KMK) pér matjen e energjisé elektrike té vendoset né vendet e
parapara ku mund té lexohen shpenzimet me njehsoré.

Pajisjet e kuadrove shpérndarése si dhe tipi i kabllove pér furnizimin duhet té pérmbushin
kriteret e parapara né skemat njépoléshe dhe né paramasén e punéve.



SHENIME TE PERGJITHSHME

PEMBAJTIJA

Ky pérshkrim né ményré té detajuar jap detajet e materialeve dhe té punés né procesin e
instalimeve elektrike né Objekt. Ky éshté né pérputhje me kérkesat gjenerale te ndértesés
dhe éshté né harmoni me instruksionet e marra nga projekti Arkitektonik.

Te gjitha instalimet elektrike né te gjitha aspektet duhet te béhen né pérputhje me kété
pérshkrim. Vizatimet dhe detalet e dhené né kété projekt jané bazé pér realizimin e
instalimeve elektrike né objekt.

Bazuar né standardet pér tension te ulet distributive te dhéna né IEC, pajisjet, materialet
dhe lidhjet kablovike duhet te béhen pér system trefazore TN-C-S te tensionit, 230/400V
+10%.

Té dhénat Teknike:

Pi (kW) K P (kW) cosQ
Konsumi: MANIFESTA 77.04 0.90 69.34 0.90

Dimensionet e Kabllove energjetike dhe pajisjeve te tjera mbrojtese jané dhéné né Skemat
njépolare te projektit.

STANDARDET E SPECIFIKUARA

Struktura e specifikacioneve te dhéna né kété project duhet te referohet standardeve
internacionale te pérgatitura nga IEC ose ISO. Projekti né tersi €shté i punuar, duke u bazuar
né standardet e poshteshenuara:

IEC 60038 Standard voltages

IEC 60364 Electrical installations of buildings

IEC 60364-1 Electrical installations of buildings - Fundamental principles

IEC 60364-4-41 Electrical installations of buildings - Protection for safety - Protection against
electric shock

IEC 60364-4-42 Electrical installations of buildings - Protection for safety - Protection against
thermal effects

IEC 60364-4-43 Electrical installations of buildings - Protection for safety - Protection against
overcurrent

IEC 60364-4-44 Electrical installations of buildings - Protection for safety - Protection against
electromagnetic and voltage disturbance

IEC 60364-5-51 Electrical installations of buildings
equipment - Common rules

IEC 60364-5-52 Electrical installations of buildings
equipment - Wiring systems

IEC 60364-5-53 Electrical installations of buildings
equipment - Isolation, switching and control

IEC 60364-5-54 Electrical installations of buildings
equipment - Earthing arrangements

Selection and erection of electrical

Selection and erection of electrical

Selection and erection of electrical

Selection and erection of electrical



IEC 60364-5-55 Electrical installations of buildings - Selection and erection of electrical
equipment - Other equipment

IEC 60364-6-61 Electrical installations of buildings - Verification and testing - Initial
verification

IEC 60364-7-701 Electrical installations of buildings - Requirements for special installations
or locations - Locations containing a bathtub or shower basin

IEC 60364-7-704 Electrical installations of buildings - Requirements for special installations
or locations - Construction and demolition site installations

IEC 60364-7-707 Electrical installations of buildings - Requirements for special installations
or locations - Earthing requirements for the installation of data processing equipment

IEC 60364-7-711 Electrical installations of buildings - Requirements for special installations
or locations - Exhibitions, shows and stands

IEC 60364-7-713 Electrical installations of buildings - Requirements for special installations
or locations - Furniture

IEC 60364-7-714 Electrical installations of buildings - Requirements for special installations
or locations - External lighting installations

IEC 60364-7-715 Electrical installations of buildings - Requirements for special installations
or locations - Extra-low-voltage lighting installations

IEC 60364-7-717 Electrical installations of buildings - Requirements for special installations
or locations - Mobile or transportable units

IEC 60529 Degrees of protection provided by enclosures (IP code)

IEC 60724 Short-circuit temperature limits of electric cables with rated voltages of 1 kV (Um
=1.2 kV) and 3 kV (Um = 3.6 kV)

IEC 60755 General requirements for residual current operated protective devices
IEC 60947-1 to 6 Low-voltage switchgear and controlgear

IEC 61000 Electromagnetic compatibility (EMC)

IEC 61024-1-2 Protection of structures against lightning

IEC 61140 Protection against electric shocks - common aspects for installation and
equipment

IEC 61557-1 Electrical safety in low-voltage distribution systems up to 1000 V AC and 1500 V
DC - Equipment for testing, measuring, or monitoring of protective measures

FURNIZIMI DHE SHPERNDARJA NE NIVELIN E TENSIONIT TE ULET

Furnizimi dhe shpérndarja né sistemin e Tensionit te Ulet, duhet te jete i realizuar si vijon:
- Furnizimi Kryesor nga Trafostacioni i ri, pérmes Kuadrit Mates Kryesor (KMK)
- Kuadrot te tjere Shpérndares (KSH) né objekt

Furnizimi kryesor me energji

Konfiguracioni i sistemit distributiv éshté kombinim i sistemit TN-C-S. Megjithaté, furnizimi
kryesor bazohet né sistemin TN-C deri né nivelin e konsumit, respektivisht deri né seksion
me té vogel se 16 mm?.



Fugia e instaluar éshté paraqgitur dhe llogaritur né programin SIMARIS. Faktori i
njékohshmeérisé éshté pércaktuar prej rastit né rast sipas llojit té shpenzuesve. Zakonisht
ndricimi ka patur faktor té njekohshmérisé deri 0.90, derisa prizat edhe 0.40.

Né kushte té furnizimit normal i téré objekti furnizohet nga Kuadri Shpérndarés Kryesor |
Hotelit Grand.

Furnizimi kryesor i objektit béhet nga Kuadoti Mates Kryesor Mates (KMK) sipas skemés
njépolare.

Furnizimi i konsumit me energji

KMK furnizon té gjitha Kuadrot e tjera distributive népér kate pérmes kabllove té parapara
né Skemén njépolare. Kalimi i furnizimit nga furnizimi kryesore né furnizim te konsumit,
béhet pérmés paneleve distributive. Nga KMK do té furnizohen edhe kuadrot e tjera
strategjike ge furnizojné pajisjet e makinerisé.

Né KMK gé do té pérbéhet nga disa kuadro, do té instalohen zbarat e bakrit. Secili Kuadro
Shpérndarés né kate do té furnizohet nga kabllo me dimensioné té parapara né Skemat
njépolare dhe né programin Simaris Design.

KMK do té keté klasé IP44 ndérsa Kuadrot lokale Shpérndarése KSH IP30, gé jané standard
té parapara sipas IEC.

Né KMK dhe KSH né ndértesé do té montohen Shkarkuesit e mbitensionit TVSS (Transient
Voltage Surge Suppressor) Klasa 2. kudo gé éshté paraparé me Skemat njépolare.

Ndricimi né dhoma dhe vende té tjera éshté paraparé té kontrollohet me ndérpresé lokal.
Né disa raste do té pérdoren edhe sensor té prezencés PIR.

Ndrigimi

Objekti do te pajiset me sistemin kryesore te ndrigimit té& dhéné me DialLux né shtesé té kétij
projekti. Né pérputhje me rekomandimet e draft standardit EN 12 464 pér aplikimin e
teknologjisé se ndricimit né objekt, jané dhené vlerat mesatare te ndrigimit.

Niveli minimal i ndricimit duhet té jeté:
- 100 lux korridore

- 100-150lux show rooms

Ndricimi Anti-panik

Né rast se vjen deri te ndérprerja e furnizimit me energji elektrike, pér té treduar rrugén meé
té shkurtér té ikjes jashta objektit né vend mé té sigurt, duhet té vendosen llampa me
burime té mbrendéshme-akumulatoré, té ngjyrosura me té gjelbért né koridore, shkallé dhe
hyrje.

Kéto llampa duhet té pajisen me mbushés DC, qé do t'i mbané ato té mbushura pérheré.
Baterité duhet té kené kapacitetin 2-oré puné pa u mbushur. Kabllo e furnizimit NYM
3x1.5mm?2 do té furnizoh kéto llampa nga njé qark i veganté.

KABLLOT ENERGJETIKE DHE AKSESORET E TYRE

Varésisht nga menyra e realizimit te instalimeve elektrike, do te aplikohen disa lloje te
kabllove dhe elementeve tjera pércjellse. Objektivat e investimeve do te arrihen atéheré kur
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dimensionimet e materialeve dhe pajisjeve pércjellse éshté bere né pérputhshmeri te plot
me standardet IEC dhe/ose me standarde tjera internacionale.

Kabllot energjetike

Llojet e kabllove energjetike té cilat do té pérdoren né instalimet elektrike né objekt jané:
1. NAXH 2x4x120 mm?, pér furnizim e kuadit matés kryesor.

2. NYY - 5x10 mm?, sherbejné pér bartjen e energjisé nga kuadri matés kryesor deri te
kuadrot distributive.

3. NYM 5x2.5 & 3x2.5 mm? sherbejné pér furnizimin e prizave.
4. NYM 3x1.5 mm?: shérbejné pér furnizimin e gargeve te ndrigimit.

Specifikacioni i kabllove do té jeté né pérputhshmeri té ploté me standarded: IEC dhe DIN.
Pér me shumé informata refeferojuni paramases dhe parallogarise.

Prizat

Prizat njéfazore / trefazore jané me kontakt mbrojtés té tokézimit, kurse instalimi elektrik
realizohet me kabllo instalues NYM 3x2.5mm2 / NYM 5x2.5mm?2.

Prizat monofazéshe (6M) jané pér sistem modular dhe montohen né kornizat pérkatése
sipas projektit.

Prezenca e senzorve me rreze infratkuge PIR

Sendoret PIR jané nderpreres automatik. Qellimi i tyre éshté ruajtja e energjise si dhe rritja e
sigurise dhe komoditetit. Sendoret PIR reagojné né |évizje te njerézve ose nen veprimin e
burime te nxehtesise.

Senzoret PIR duhet te montohen né tavan si dhe duhet te lidhen me panelet kontrolluese
nga ku edhe komandohen qarqget e ndrigimit.

Nderpreres pér pérdorim

Nderpreres pér pérdorime, do te montohen né mur ose né konstruksioné te caktuara né
lartesi 110 cm nga dyshemeja.

Kur nderpreresit e gargeve te ndricimit jané te montuar njeri pas tjetrit, ateheré né kéto
raste duhet te pérdoren grup nderpreresish me konstruksion mbajtes te pérbashket.
Maksimumi i grup nderpreresve né konstruksion te pérbashket, duhet te jeté: tre
nderpreres.

Nderpreresit e instaluar né aférsi te dyerve, duhet té instalohen né anén e dorezés sé hapjes
se deres si dhe mundésisht duhet te jete sa me afer deres ge éshté e mundur.

Montimimi i nderpreresve né banjo dhe né dush, rreptesisht ndalohet. Te gjithe
nderpreresit né keto raste do te montohen né hyrje te ketyre objekteve, respektivisht né
muret e jashtme te banjove dhe tualeteve.

SISTEMI | TOKEZIMIT

Toka mund te konsiderohet si pike referente me potencial zero. Né rast te ndodhjes se
lidhjes se shkurte, pjeséve pércuese te cilave mund té ju ekspozohet né ményré indirekte
njeriu ose shtazét, sic jané: konstruksioni mbajtés i stabilimenteve, ndérpresit si dhe pajisjet
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tjera pércjellése, duhet paraprakisht ge te sigurohen, respektivisht te realizohet tokézimi
mbrojtés dhe aji punues sipas standardeve. Tokézimi mbrojtés duhet te realizohet né até
ményré qe c¢do pajisje te cilés i ekspozohet ose do te munde ti ekspozohet njeriu apo
shtazét, duhet ge te ju realizohet tokézimi pérmes pércuesve PE te seksionit 16mm duke e
lidhur ate me zbarren e tokézimit.

Hapésira e ketyre vendeve si dhe pjeset kontaktuese te pajisjeve, kané pérafersisht
potencial te njejte. Kjo eshte si rezultat i lidhjes se tyre me zbarren e barazimit te potencialit
Sistemi i tokéziomit duhet te siguroje ge paisjet mbrojtése sic jane: RCD (pajisje mbrotjtese
diferenciale) ose pajisje mbrojtése nga mbingarkesat (pajisje mbirrymore), te veprojné né
momentin e ndodhjes se rrymes se lidhjes sé shkurté me pajisjet te cilave munde te ju
ekspozohet njeriu ose shtazet

Kérkesat ge kané té bejné me tokézimin né instalimet elektrike né tensionet < 1000V,jané
pércaktuar me standardin: HD 384.4.41 / IEC 60364-4-41 / DIN VDE 0100-410 and HD
384.5.54 / IEC 60364-5-54 / DIN VDE 0100-540.

Tokézimi né instalimet elektrike ku niveli i tensionit éshté: < 1000V, duhet ti plotésoj
kérkesat pérkatese té tokézimit punues dhe atij mbrojtés.

RJ45

Prizat e rrjetit do té jené té tipit 2RJ-45, té kategorisé 6e. Do té vendosen né mur (montim i
brendshém) ose né kanal. Prizat e rrjetit do té montohen sé bashku me prizat energjetike né
sistem modular.

PATCH PANELET

Patch panelet do té jené té kategorisé 6e, dhe do té kené 24 porte. Do té vendosen né
ormanin shpérndarés té rrjetit, dhe né to do té terminohen té gjitha prizat e vendosura. Né
mes té ¢do dy patch panelave do té vendoset njé panel me mbajtése té kabllove e tipit
Panduit CMPHF1 ose ekuivalent.

KUADRI I IT-SE

Rack — ormanet e rrjetit do té jené té tipit sipas skemave njepolare dhe BoQ. Kuadrot do te
vendoset né nje hapésiré té pérshtatshme né katin Perdhese, dhe do té pérmbajé té gjitha
kycjet né pérdhesé, bodrum dhe kate, me kabllo optike ose kablo tjetér ge vjen nga rrjeti i
Operatoret e jashtém.

Cdo prizé/kygje duhet té numerizohet, dhe numri té shénohet edhe né kygjen adekuate né
patch panel. Né fund té instalimit, duhet té kryhet atestimi pér secilén prizé/kygje, dhe
duhet té jepet raportii atestit pér kategoriné 7e pér ¢do prizé veg e veg.

1.15. LISTA E VIZATIMEVE
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