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EAE 3098309 STL MINI Pendant / Luminaire Data Sheet

Luminous emittance 1: 

Luminaire classification according to CIE: 100
CIE flux code: 54  83  97  100  99

STL MINI Pendant, with its timeless design, accompanies your 
contemporary dynamic swift business life. It boasts minimized lines and 
a simplistic design. You can use it as a single module to illuminate work 
spaces or to establish uninterrupted lines of light. STL product family fully 
provides you with all illumination requirements that architecture demands 
both from technical and aesthetic aspects. 
Housing: Aluminium extrusion housing and aluminium injection cover
Diffuser: Glare minimizing highly permeable diffuser
Power: 8 W / 12 W / 13 W / 15 W / 20 W / 24 W / 31 W / 33 W / 48 W
Light Source: SMD LED
Input Voltage: 220-240 V AC 50/60 Hz
IP: IP40
Color Temperature: Warm White / Natural White / Cold White
CRI: >80
Installation: Pendant
Colors: RAL 9005 / RAL 7047

Luminous emittance 1: 
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3.4 Room / Summary

Height of Room: 2.800 m, Mounting Height: 2.800 m, Light loss factor: 
0.80

Values in Lux, Scale 1:88

Surface r [%] Eav [lx] Emin [lx] Emax [lx] u0

Workplane / 127 13 196 0.100

Floor 20 110 16 156 0.147

Ceiling 80 25 12 33 0.496

Walls (8) 50 53 9.19 123 /

Workplane:
Height: 0.760 m
Grid: 64 x 64 Points 
Boundary Zone: 0.000 m

Illuminance Quotient (according to LG7): Walls / Working Plane: 0.419, Ceiling / Working Plane: 0.196. 

Luminaire Parts List

Specific connected load: 4.60 W/m² = 3.63 W/m²/100 lx (Ground area: 39.13 m²) 

No. Pieces Designation (Correction Factor) F (Luminaire) [lm] F (Lamps) [lm] P [W]

1 9
EAE 3098309 STL MINI Pendant (Type 1)* 
(1.000) 

794 800 20.0

*Modified Technical Specifications Total: 7143 Total: 7200 180.0
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3.4 Room / Photometric Results

Total Luminous Flux: 7143 lm
Total Load: 180.0 W
Light loss factor: 0.80
Boundary Zone: 0.000 m

Surface Average illuminances [lx] Reflection factor [%] Average luminance [cd/m²] 
direct indirect total

Workplane 103 24 127 / / 

Floor 85 25 110 20 7.02

Ceiling 0.00 25 25 80 6.35

Wall 1 34 23 58 50 9.16

Wall 2 26 22 48 50 7.66

Wall 3 16 22 38 50 6.03

Wall 4 47 25 72 50 11

Wall 5 0.00 14 14 50 2.21

Wall 6 5.67 13 18 50 2.90

Wall 7 33 22 55 50 8.74

Wall 8 32 24 56 50 8.86

Uniformity on the working plane
u0: 0.100 (1:10) 
Emin / Emax: 0.064 (1:16) 

Illuminance Quotient (according to LG7): Walls / Working Plane: 0.419, Ceiling / Working Plane: 0.196. 

Specific connected load: 4.60 W/m² = 3.63 W/m²/100 lx (Ground area: 39.13 m²) 
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3.4 Room / 3D Rendering
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Corridor / Summary

Height of Room: 2.800 m, Mounting Height: 2.800 m, Light loss factor: 
0.80

Values in Lux, Scale 1:137

Surface r [%] Eav [lx] Emin [lx] Emax [lx] u0

Workplane / 104 31 138 0.301

Floor 20 94 39 120 0.413

Ceiling 80 21 14 28 0.666

Walls (6) 50 49 17 77 /

Workplane:
Height: 0.760 m
Grid: 64 x 64 Points 
Boundary Zone: 0.000 m

Illuminance Quotient (according to LG7): Walls / Working Plane: 0.473, Ceiling / Working Plane: 0.204. 

Luminaire Parts List

Specific connected load: 3.59 W/m² = 3.44 W/m²/100 lx (Ground area: 77.98 m²) 

No. Pieces Designation (Correction Factor) F (Luminaire) [lm] F (Lamps) [lm] P [W]

1 14
EAE 3098309 STL MINI Pendant (Type 1)* 
(1.000) 

794 800 20.0

*Modified Technical Specifications Total: 11111 Total: 11200 280.0
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Corridor / Photometric Results

Total Luminous Flux: 11111 lm
Total Load: 280.0 W
Light loss factor: 0.80
Boundary Zone: 0.000 m

Surface Average illuminances [lx] Reflection factor [%] Average luminance [cd/m²] 
direct indirect total

Workplane 84 20 104 / / 

Floor 73 21 94 20 5.98

Ceiling 0.00 21 21 80 5.43

Wall 1 26 19 44 50 7.04

Wall 2 16 18 33 50 5.28

Wall 3 29 21 49 50 7.85

Wall 4 32 19 52 50 8.25

Wall 5 28 20 48 50 7.70

Wall 6 34 20 53 50 8.45

Uniformity on the working plane
u0: 0.301 (1:3) 
Emin / Emax: 0.227 (1:4) 

Illuminance Quotient (according to LG7): Walls / Working Plane: 0.473, Ceiling / Working Plane: 0.204. 

Specific connected load: 3.59 W/m² = 3.44 W/m²/100 lx (Ground area: 77.98 m²) 
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AV / Summary

Height of Room: 2.800 m, Mounting Height: 2.800 m, Light loss factor: 
0.80

Values in Lux, Scale 1:78

Surface r [%] Eav [lx] Emin [lx] Emax [lx] u0

Workplane / 27 6.70 77 0.248

Floor 20 24 8.45 47 0.353

Ceiling 80 4.91 3.04 6.30 0.619

Walls (4) 50 9.96 3.76 27 /

Workplane:
Height: 0.760 m
Grid: 64 x 64 Points 
Boundary Zone: 0.000 m

UGR Lengthways-  Across to luminaire axis
Left Wall 19 20
Lower Wall 19 20
(CIE, SHR = 0.25.) 

Illuminance Quotient (according to LG7): Walls / Working Plane: 0.348, Ceiling / Working Plane: 0.182. 

Luminaire Parts List

Specific connected load: 0.04 W/m² = 0.13 W/m²/100 lx (Ground area: 44.24 m²) 

No. Pieces Designation (Correction Factor) F (Luminaire) [lm] F (Lamps) [lm] P [W]

1 2
EAE 3098309 STL MINI Pendant (Type 1)* 
(1.000) 

794 800 0.8

*Modified Technical Specifications Total: 1587 Total: 1600 1.6

Page 9



MANIFESTA
01.04.2022

Operator
Telephone

Fax
e-Mail

AV / Photometric Results

Total Luminous Flux: 1587 lm
Total Load: 1.6 W
Light loss factor: 0.80
Boundary Zone: 0.000 m

Surface Average illuminances [lx] Reflection factor [%] Average luminance [cd/m²] 
direct indirect total

Workplane 23 4.45 27 / / 

Floor 19 4.74 24 20 1.52

Ceiling 0.00 4.91 4.91 80 1.25

Wall 1 7.00 4.44 11 50 1.82

Wall 2 3.96 4.19 8.15 50 1.30

Wall 3 7.00 4.44 11 50 1.82

Wall 4 3.96 4.27 8.23 50 1.31

Uniformity on the working plane
u0: 0.248 (1:4) 
Emin / Emax: 0.087 (1:12) 

UGR Lengthways- Across to luminaire axis
Left Wall 19 20
Lower Wall 19 20
(CIE, SHR = 0.25.) 

Illuminance Quotient (according to LG7): Walls / Working Plane: 0.348, Ceiling / Working Plane: 0.182. 

Specific connected load: 0.04 W/m² = 0.13 W/m²/100 lx (Ground area: 44.24 m²) 

Page 10



MANIFESTA
01.04.2022

Operator
Telephone

Fax
e-Mail

AV / 3D Rendering

Page 11



MANIFESTA
01.04.2022

Operator
Telephone

Fax
e-Mail

3.4 Room V2 / Summary

Height of Room: 2.800 m, Mounting Height: 2.800 m, Light loss factor: 
0.80

Values in Lux, Scale 1:88

Surface r [%] Eav [lx] Emin [lx] Emax [lx] u0

Workplane / 108 7.75 147 0.072

Floor 20 94 12 123 0.129

Ceiling 80 23 9.02 32 0.395

Walls (8) 50 50 5.62 126 /

Workplane:
Height: 0.760 m
Grid: 64 x 64 Points 
Boundary Zone: 0.000 m

Illuminance Quotient (according to LG7): Walls / Working Plane: 0.480, Ceiling / Working Plane: 0.210. 

Luminaire Parts List

Specific connected load: 0.16 W/m² = 0.15 W/m²/100 lx (Ground area: 39.23 m²) 

No. Pieces Designation (Correction Factor) F (Luminaire) [lm] F (Lamps) [lm] P [W]

1 8
EAE 3098309 STL MINI Pendant (Type 1)* 
(1.000) 

794 800 0.8

*Modified Technical Specifications Total: 6349 Total: 6400 6.4
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3.4 Room V2 / Photometric Results

Total Luminous Flux: 6349 lm
Total Load: 6.4 W
Light loss factor: 0.80
Boundary Zone: 0.000 m

Surface Average illuminances [lx] Reflection factor [%] Average luminance [cd/m²] 
direct indirect total

Workplane 86 22 108 / / 

Floor 71 23 94 20 6.00

Ceiling 0.00 23 23 80 5.81

Wall 1 31 23 54 50 8.62

Wall 2 38 23 61 50 9.74

Wall 3 33 26 59 50 9.39

Wall 4 20 20 40 50 6.35

Wall 5 0.00 7.97 7.97 50 1.27

Wall 6 3.79 8.29 12 50 1.92

Wall 7 23 18 41 50 6.53

Wall 8 38 22 60 50 9.56

Uniformity on the working plane
u0: 0.072 (1:14) 
Emin / Emax: 0.053 (1:19)

Illuminance Quotient (according to LG7): Walls / Working Plane: 0.480, Ceiling / Working Plane: 0.210. 

Specific connected load: 0.16 W/m² = 0.15 W/m²/100 lx (Ground area: 39.23 m²) 
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3.4 Room V2 / 3D Rendering
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